
443 

Coast Guard, DHS § 131.905 

for must be plainly marked or painted 
on each float or apparatus in letters 
and numbers at least 38 millimeters (1– 
1⁄2 inches) high and in a color con-
trasting to that of the float or appa-
ratus. This number must— 

(1) Be the number of persons the float 
or apparatus is equipped for; and 

(2) Not be greater than the number of 
persons the float or apparatus is ap-
proved for, as shown on its nameplate. 

§ 131.875 Lifejackets, immersion suits, 
and ring buoys. 

(a) Each lifejacket, immersion suit, 
and ring life buoy must be marked in 
block capital letters with the vessel’s 
name. 

(b) Each container for lifejackets and 
immersion suits must be marked in let-
ters and numbers at least 50 millime-
ters (2 inches) high with the number, 
identity, or IMO symbol specified by 
IMO Resolution A.760(18), and size of 
the items stowed inside. 

(c) Each ring buoy on a vessel in 
ocean service must be marked in block 
capital letters with the name of the 
port whose marking on the stern of the 
vessel is required by § 67.123 of this 
chapter. 

(d) Each stowage site for a ring buoy 
must be marked ‘‘LIFE BUOY’’ or 
marked with the IMO symbol. 

(e) Each lifejacket must be marked 
with Type I retro-reflective material 
approved under subpart 164.018 of this 
chapter. The arrangement of the retro- 
reflective material must comply with 
IMO Resolution A.658(16). 

(f) Each ring life buoy must be 
marked with Type I or II retro-reflec-
tive material approved under subpart 
164.018 of this chapter. The arrange-
ment of the retro-reflective material 
must comply with IMO Resolution 
A.658(16). 

§ 131.880 Fire hoses and axes. 
Each fire hose and axe must be 

marked with the vessel’s name. 

§ 131.890 EPIRBs and SARTs. 
The name of the vessel must be plain-

ly marked or painted on each Emer-
gency Position Indicating Radio Bea-
con (EPIRB) and on each Search and 
Rescue Transmitter (SART), except on 
an EPIRB or SART— 

(a) In an inflatable liferaft; or 
(b) Permanently installed in a sur-

vival craft. 

[CGD 82–004 and CGD 86–074, 62 FR 49340, 
Sept. 19, 1997, as amended by USCG–2010–0759, 
75 FR 60003, Sept. 29, 2010] 

§ 131.893 Watertight doors and water-
tight hatches. 

Each watertight door in a bulkhead 
that must be watertight in compliance 
with the requirements in part 174 of 
this chapter, and each watertight 
hatch, must be marked on both sides in 
letters at least 50 millimeters (2 
inches) high that state the following: 
‘‘WATERTIGHT DOOR—KEEP 
CLOSED EXCEPT FOR PASSAGE’’ or 
‘‘WATERTIGHT HATCH—KEEP 
CLOSED WHEN NOT IN USE’’. 

§ 131.896 Remote stopping-systems. 

The remote stopping-systems re-
quired by § 129.540 of this subchapter 
must be clearly marked to show what 
system each controls. 

§ 131.899 Fire dampers. 

Each fire damper installed within the 
boundary of a space protected by a 
fixed fire extinguishing system must be 
fitted with an indicator showing 
whether the damper is open or closed 
and must be marked with red letters at 
least 13 millimeters (1⁄2-inch) high stat-
ing ‘‘FIRE DAMPER’’ and, as other-
wise appropriate, identifying the space 
served by the fire damper. 

Subpart I—Miscellaneous 

§ 131.905 Statutory penalties. 

(a) The marine-safety statutes and 
other statutes impose criminal and 
civil penalties for violating the appli-
cable provisions of this subchapter. 
Possible sanctions include: 

(1) Assessment and collection of civil 
monetary penalty. 

(2) Criminal prosecution, where no 
loss of life results. 

(3) Criminal prosecution for man-
slaughter, where loss of life results 
from violating marine-safety statutes 
or regulations or from misconduct, 
negligence, or inattention to duty. 

(4) Libel against vessel. 
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